
  Gleneral purpose transistors

(�������	
� Two transistors in one package
� Reduces number of components and board space
� No mutual interference between the transistors
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$��"��$#�9��"	9#"�;1$0�	<$���="	 	 V(BR)CBO IC=-10�A,IE=0 -80  V


$��"��$#�"7���"#	9#"�;1$0�	<$���="	 	 V(BR)CEO IC=-10mA,IB=0 -65  V

�7���"#�9��"	9#"�;1$0�	<$���="	 V(BR)EBO IE=-10�A,IC=0 -5   V


$��"��$#	�!��$66	�!##"��	 	 ICBO VCB=-30V,IE=0  -15 nA

�7���"#	�!��$66	�!##"��	 	 IEBO VEB=-5V,IC=0  -100 nA

�
	�!##"��	=���	 hFE VCE=-5V,IC=-2mA 220

IC=-10mA, IB=-0.5mA  -0.1 V

$��"��$#�"7���"#	���!#���$�	<$���="	 VCE(sat) 

IC=-100mA, IB=-5mA * -0.3 V 

%��"�"7���"#	���!#���$�	<$���="	 VBE(sat) IC=-10mA, IB=-0.5mA  0.7 V 

�!� !�	
� �������"	 Cobo VCB =-10V, f= 1MHz, IE = 0  2.5 pF 


!##"��	�����%��10�1�/	�#$1!��	 fT VCE =-5V, IC =-10mA, f= 100MHz 100 MHz

>pulse test: PW�350μS, ��2%.
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?
%�	 Collector- Base Voltage -80 V 

?
��	 Collector-Emitter Voltage   -65 V 

?�%�	 Emitter-Base Voltage -5 V

�
	 Collector Current -Continuous -0.1 A 

�
 Collector Power Dissipation 0.2 W 

����	 Thermal Resistance����	�Junction to Ambient 625 �/W
Operation Junction  and 
Storage Temperature Range -55~+150 �TJ,TSTG
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Symbol Dimensions In Millimeters Dimensions In Inches
Min. Max. Min. Max.

A 0.430 0.500 0.017 0.020
A1 0.000 0.050 0.000 0.002
b 0.170 0.270 0.007 0.011

b1 0.270 0.370 0.011 0.015
c 0.080 0.150 0.003 0.006
D 1.150 1.250 0.045 0.049
E 1.150 1.250 0.045 0.049

E1 0.750 0.850 0.030 0.033
e 0.800TYP. 0.031TYP.
θ 7° REF. 7° REF.

SOT-723 Package Outline Dimensions 

SOT-723 Suggested Pad Layout 




